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UNDERGROUND SYSTEM CAN BE PIPE OR CHAMBERS.FOR INFILTRATION, PERFORATED PIPE OR CHAMBERSMAY BE USED.  FOR DETENTION OR WATER RE-USE SOLID PIPE IS TYPICAL.

tjm
Typewritten Text
NOTE:  CONSULT WITH PROFESSIONAL ENGINEER FOR DESIGN GUIDANCE ON UNDERGROUND RETENTION ORDETENTION SYSTEMS. FOR MORE INFORMATION ON SNOUTBIO-SKIRT OR STAINLESS TRASHSCREEN GO TO BMPINC.COM
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SNOUT ANDBIO-SKIRT* 
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SNOUT ANDBIO-SKIRT*
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SNOUT AND BIO-SKIRT*
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OUTLET STRUCTUREWITH SNOUT AND BIO-SKIRT*
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*BIO-SKIRT OPTIONAL. USE IF EXTRA HYDROCARBONREDUCTION IS DESIRABLE
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(PIPE SHOWN, BUT CHAMBERS OR GALLIES MAY ALSO BE USED)
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UNDERGROUND RETENTIONOR DETENTION SYSTEM WITH PRETREATMENT INLETS
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SN- UG RETEN/DETEN PRETREAT
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